
ARCHIVE DOWNLOAD SW OVERWRITE ALLOW FEATURE UPGRADE

ADOBE

You can use the archive download-sw /allow-feature-upgrade privileged EXEC . Example: Switch# archive download-sw
/overwrite /reload.

If the stack member number of the provisioned switch matches the stack member number in the provisioned
configuration on the stack, and 2. When you configure the interfaces associated with a provisioned switch for
example, as part of a VLAN , the switch stack accepts the configuration, and the information appears in the
running configuration. This issue does not affect the proper installation of the new client console. If you have
both StackWise Plus cables connected during the reload, network downtime does not occur because the switch
stack operates on two rings. Permission is granted to copy, distribute, and or modify this document under the
terms of the Open Publication Licence, Version 1 0, or any later version. The member number also determines
the interface-level configuration that a stack member uses. Minor Version Number Incompatibility Among
Switches Switches with the same major version number but with a different minor version number are
considered partially compatible. NEO Fixed an issue when using calculated fields in a Survey answers
workflow activity. A scroll bar has been added for such resolutions. Dec Campaign v6 -  In addition, any
configured PoE-related commands that are valid only on PoE-capable interfaces are rejected, even for ports 1
through  Corrected an issue which could prevent emails to gmail. The software detects the mismatched
software and tries to upgrade or downgrade the switch in VM mode with the switch stack image or with a tar
file image from the switch stack flash memory. Click the Email rendering tab to view the different renderings
of your email. Fixed an issue which could lead to a delay before deliveries are sent. Ensure that the switch has
a route to the TFTP server. The stack member number is not found in the provisioned configuration. You
cannot use the switch current-stack-member-number renumber new-stack-member-number global
configuration command on a provisioned switch. Initializing Flash Leads Fixed an issue where login
credentials were asked when displaying the marketing history for leads in a CRM tool. Only broadlogs for
which the latest update occurred less than one month before the current date and time are updated.
Deliverability exclusion rules An encrypted global suppression list is now managed in the deliverability
instance to avoid being blacklisted due to malicious activity, especially the use of a Spamtrap. They change
their stack member numbers to the lowest available numbers and use the stack configuration of the re-elected
stack master. Social Marketing Fixed an issue that could prevent the import of Facebook pages. The physical
interfaces on the other available stack members are not affected during a new stack master election and reset.
For example, if the. For more information, consult the detailed documentation. Note We recommend assigning
the highest priority value to the switch that you prefer to be the stack master. Push notifications The senderId
field was updated to characters to follow Google's new standards. Effects of Removing a Provisioned Switch
from a Switch Stack If you remove a provisioned switch from the switch stack, the configuration associated
with the removed stack member remains in the running configuration as provisioned information. The
interface associated with the provisioned switch does not appear in the display of the specific feature; for
example, it does not appear in the show vlan user EXEC command output. There are a number of installation
options. The document preview in campaign management now only allows to preview images. A new,
out-of-the-box switch one that has not joined a switch stack or has not been manually assigned a stack member
number ships with a default stack member number of 1.


